AC 1100 SERIES

HIGH POWER AC TO DC POWER SUPPLIES

PRODUCT FEATU RES AC 1100 Series

=1 High Power 1052 Watts for COTS or Military Applications =1 12C Interface: AC Input Voltage, Battle Short, Enable
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Modular Design 14W/cubic inches Designed for Spray Cooling or Conduction Cooling
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=1 Input Power per MIL-STD-704F (400Hz) Isolation: Input to Output to Case 1414 VDC

Input Filter Meets MIL-STD-461E =1 MTBF: > 50,000 Hours @ 30°C, AIC
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=1 Hermetically Sealed Input Connector Component Derating per NAVSO P-3641A

= EMI Qualified to MIL-STD 461E (CE 102 & CS 101) Our custom designs can be modified to meet
exact customer specifications.
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A Division of Perillo Industries, Inc.
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PRODUCT SPECIFICATIONS

All specifications subject to change

AC Input:

= 90-125 VAC 400Hz single @ (Model AC 1100S-1)

=1 187-229 VAC 400Hz'" three @ (Model AC 1100S-2)
=1 Maximum Input Current: 50 Amps

NOTES:
(1) For 60 Hz input Model AC 1100S-2 output is 10.5 Amps
(2) For other output voltages, please consult factory

MECHANICAL: Weight < 5 Ibs.
(All dimensions in inches)
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DC Output:
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62 VDC® @17 Amps

Dynamic Load Regulation: +/- 5%

Ripple & Noise 0.75Vrms (BW = 20 MHz)
Overcurrent & Short Circuit Protection
Efficiency: 85% min.

Output Holdup: 4 mS min.

Ambient Operating Temperature Range: -40°C to 75°C
Humidity: 95% non-condensing

Altitude: 40,000 ft.

Shock & Vibration per MIL-STD-810
Fungus per MIL-HDBK-454
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