AC 750 SERIES

HIGH POWER AC TO DC SINGLE OUTPUT
POWER SUPPLIES

PRODUCT FEATURES | oo

=1 Up to 840 Watts output | | =1 Input Power per MIL-STD-704

=1 Single, dual and triple output models =1 EMI Filtering per MIL-STD-461

=1 115/230 VAC 60/400 Hz i =1 Isolation: 500V input to output to case
=1 Component Derating per NAVSO P-3641-A =1 Conduction Cooling |

=1 Current Mode Control =1 Low Profile

=1 Fixed Frequency Operation =1 High Current Bus Bar Otjtput

=1 Remote Sense Compensation =1 Secondary Side Control

=1 Short Circuit Protected . .
Our standard designs can be modified to meet

exact customer specifications

CENTURY 4 ELECTRONICS

A Division of Perillo Industries, Inc.
(An AS9100 Certified Company)

AC/DC POWER SUPPLIES | DC/DC CONVERTERS
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AC 750 SERIES

HIGH POWER AC TO DC SINGLE OUTPUT
POWER SUPPLIES

D=y,

PRODUCT SPECIFICATIONS

All specifications subject to change

AC Input: DC Output (continued) |
=1 Model Selection =1 See table of Single Voltage Output Modules |
Models | DC Outputs =1 Regulation: less that 0.5% |
Single Output Volts Amps = Ripple & Noise: less than 2% |
AC750X-S-5 5 150 . )
ACT50X-S-12 12 63 =1 Overcurrent and short circuit protection
AC750X-S-15 15 50 =1 Efficiency: Up to 80%
Al - s =1 Ambient Operating Temperature Range -40°C to +85°C
ACT750X-S-28 28 30 A :
AC750X-S-48 48 16 (-55°C available)
In the above table replace “X” with the following dash = Humidity: 95% non-condensing
numbers to obtain exact model number: =1 Shock & Vibration: MIL-STD-810

115VAC 60Hz — 1A, 115VAC 400Hz — 1B =1 Remote Sense
230VAC 60Hz — 2A, 230VAC 400Hz — 2B

For Example Model AC750-1B-S-5 is:

Input Connector Pinout:

115VAC 400Hz Input @ 5VDC Output Pin 1 — AC1 Pin 2 — ACA1
Note: Please consult factory for dual, and triple output Pin 3 — n/c Pin 4 — AC2
models & dimensions. Pin 5 — AC2 Pin 6 — AC1
. Pin 7 —nl/c Pin 8 — n/c
Mechanical: Pin 9 — AC2
=1 Weight: 60Hz Input - 6.5 Ibs. [2951 grms]
400Hz Input - 7.0 Ibs. [3178 grms]
=1 All dimension in inches [mm] 10.750
[273.05mm]
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